Application Note

ELATEC

Guide to run the Elatec Android NFCP2PDemo

To run NFCP2PDemo you need:

- A TWN4 Mifare NFC with Standard App, Firmware should be V1.47 or later.
- ANFC enabled Smartphone running Android 4.0 (“lce Cream Sandwich”) or later.
- Install Android package NFCP2PDemo.apk on your phone e.g. by sending the file by email and follow the

installation assistant.

- Inorder to run the App properly you should follow the steps below.

Step 1: Open the App-screen, select Settings

Select Settings

Step 2: Select Security
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Step 3: Checkbox Unknown sources must be activated
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Step 4: Return to Settings, Select Wireless & Networks — More
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Step 5: NFC must be activated Step 6: Android Beam must be activated

Wireless & networks

When this feature is turned on,
you can beam app content to Activate

Airplane mode

holding the devices close
Mark together. For example, you can
beam Browser pages, YouTube
videos, People contacts, and

Tethering & portable hotspot
more.

Just bring the devices together
(typically back to back) and then
touch your screen. The app

droid Beam determines what gets beamed.
an:

Mobile networks

Step 7: Start the App and pick an offered number Step 8: Present the Smartphone to the reader, the screen shrinks

Pick an entry
www.elatec-rfid.com

www.elatec-rfid.com

® )Use IMEI [357194041740663]

Use Device ID [33312F712C1000EC]

Use WiFi MAC [78:D6:F0:D2:BC:C3]

By touching the screen, the selected number is transmitted to
the reader and printed as keyboard emulated string.
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